
ROTATABLE VERSION

ton

lbs

inch

inch

inch

yd

gpm

psi

psi

gpm

kN

0,7-1,2

165

12

25,6

25

0,04

1,3

2176

4351

3,96

6

1,2-4

364

16

39,0

32

0,09

2,6

2176

4351

6,60

18

1,2-4

397

22

39,0

36

0,13

2,6

2176

4351

6,60

18

4-9

772

20

59,1

39

0,20

4,0

2176

4351

10,56

24

4-9

816

24

59,1

39

0,26

4,0

2176

4351

10,56

24

4-9

915

33

59,1

39

0,39

4,0

2176

4351

10,56

24

10-20

1874

28

74,8

48

0,52

6,6

3046

5076

31,68

46

10-20

1973

33

74,8

48

0,65

6,6

3046

5076

31,68

46

10-20

2039

41

74,8

48

0,78

6,6

3046

5076

31,68

46

10-20

2205

47

74,8

48

0,92

6,6

3046

5076

31,68

46

21-32

3219

37

82,7

59

0,92

9,2

3046

5076

42,24

84

21-32

3373

43

82,7

59

1,05

9,2

3046

5076

42,24

84

21-32

3527

49

82,7

59

1,18

9,2

3046

5076

42,24

48

29-50

4938

47

90,6

67

1,31

10,6

3046

5076

58,08

93

machine classification

weight

shell width

spread shells

height

capacity

oil flow rotation (max)

pressure rotation

pressure 

oil flow 

closing force

R
SG

0-
 3

R
SG

1-
7	

R
SG

1-
10

	

R
SG

2-
15

	

R
SG

2-
20

	

R
SG

2-
30

	

R
SG

3-
40

	

R
SG

3-
50

	

R
SG

3-
60

	

R
SG

3-
70

	

R
SG

4-
70

	

R
SG

4-
80

	

R
SG

4-
90

	

R
SG

5-
10

0

FIXED VERSION

ton

lbs

inch

inch

inch

yd

psi

kN

1,2-4

364

16

39,0

32

0,09

4351

18

-

-

-

-

-

-

-

-

1,2-4

397

22

39,0

36

0,13

4351

18

4-9

772

20

59,1

39

0,20

4351

24

4-9

816

24

59,1

39

0,26

4351

24

4-9

915

33

59,1

39

0,39

4351

24

10-20

1874

28

74,8

48

0,52

5076

46

10-20

1973

33

74,8

48

0,65

5076

46

10-20

2039

41

74,8

48

0,78

5076

46

10-20

2205

47

74,8

48

0,92

5076

46

21-32

3219

37

82,7

59

0,92

5076

84

21-32

3373

43

82,7

59

1,05

5076

84

21-32

3527

49

82,7

59

1,18

5076

48

29-50

4938

47

90,6

67

1,31

5076

93

machine classification

weight

shell width

spread shells

height

capacity

pressure 

closing force

VS
G

1-
7	

VS
G

1-
10

	

VS
G

2-
15

	

VS
G

2-
20

	

VS
G

2-
30

	

VS
G

3-
40

	

VS
G

3-
50

	

VS
G

3-
60

	

VS
G

3-
70

	

VS
G

4-
70

	

VS
G

4-
80

	

VS
G

4-
90

	

VS
G

5-
10

0

-	 Turnable edges
-	 Induction hardened pinns
-	 Easy maintenance for the operator
-	 Robust housing
-	 Due to high quality components  

also used in rental fleet
-	 Engineering and production  

in the Netherlands
-	 360 ° rotating with 2 hydro motors 

(from RSG3)

D-TEC GRAPPLES 
ARE USED FOR

WHY D-TEC 
GRAPPLES?

SORTING OF DEBRIS 
AND CONCRETE

DEMOLITION

RECYCLING AND 
WASTE MANAGEMENT

LANDSCAPING

This information is provided as an indication only. 
No rights can be derived from this information.

SORTING AND DEMOLITION GRAPPLES PRODUCT RANGE

Lift up your profit!


