
rotatable version

ton

Kg

mm

mm

mm

l

l/min.

bar

bar

max l/min.

kn

0,7-1,2

75

300

650

640

30

5

150

300

15

6

1,2-4

165

400

990

820

70

10

150

300

25

18

1,2-4

180

550

990

820

100

10

150

300

25

18

4-9

350

500

1500

1000

150

15

150

300

40

24

4-9

370

600

1500

1000

200

15

150

300

40

24

4-9

415

850

1500

1000

300

15

150

300

40

24

10-20

850

700

1900

1230

400

25

210

350

120

46

10-20

895

850

1900

1230

500

25

210

350

120

46

10-20

925

1050

1900

1230

600

25

210

350

120

46

10-20

1000

1200

1900

1230

700

25

210

350

120

46

21-32

1460

950

2100

1500

700

35

210

350

160

84

21-32

1530

1100

2100

1500

800

35

210

350

160

84

21-32

1600

1250

2100

1500

900

35

210

350

160

84

29-50

2240

1200

2300

1700

1000

40

210

350

220

93

29-50

2300

1300

2300

1700

1100

40

210

350

230

93

machine classification

weight

shell width

spread shells

height

content

oil flow rotation (max)

pressure rotation

pressure 

oil flow 

closing force

r
sg

0-
 3

r
sg

1-
7 

r
sg

1-
10

 

r
sg

2-
15

 

r
sg

2-
20

 

r
sg

2-
30

 

r
sg

3-
40

 

r
sg

3-
50

 

r
sg

3-
60

 

r
sg

3-
70

 

r
sg

4-
70

 

r
sg

4-
80

 

r
sg

4-
90

 

r
sg

5-
10

0 

r
sg

5-
11

0

fixed version

ton

Kg

mm

mm

mm

l

bar

kn

1,2-4

130

400

990

670

70

300

18

-

-

-

-

-

-

-

-

1,2-4

145

550

990

670

100

300

18

4-9

293

500

1500

850

150

300

24

4-9

311

600

1500

850

200

300

24

4-9

357

850

1500

850

300

300

24

10-20

670

700

1900

1000

400

350

46

10-20

720

850

1900

1000

500

350

46

10-20

780

1050

1900

1000

600

350

46

10-20

820

1200

1900

1000

700

350

46

21-32

1230

950

2100

1250

700

350

84

21-32

1300

1100

2100

1250

800

350

84

21-32

1370

1250

2100

1250

900

350

84

29-50

1880

1200

2300

1430

1000

350

93

29-50

1940

1300

2300

1430

1100

350

93

machine classification

weight

shell width

spread shells

height

content

pressure 

closing force

Vs
g

1-
7 

Vs
g

1-
10

 

Vs
g

2-
15

 

Vs
g

2-
20

 

Vs
g

2-
30

 

Vs
g

3-
40

 

Vs
g

3-
50

 

Vs
g

3-
60

 

Vs
g

3-
70

 

Vs
g

4-
70

 

Vs
g

4-
80

 

Vs
g

4-
90

 

Vs
g

5-
10

0 

Vs
g

5-
11

0

- turnable edges
- induction hardened pinns
- easy maintenance for the operator
- robust housing
- due to high quality components  

also used in rental fleet
- engineering and production  

in the netherlands
- 360 ° rotating with 2 hydro motors 

(from RSG3)

d-teC grapples 
are used for

Why d-teC 
grapples?

sorting of debris 
and concrete

demolition

recycling and 
waste management

landscaping

this information is provided as an indication only. 
no rights can be derived from this information.

sorting and demolition grapples product range

Lift up your profit!


