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2015: 

Expansion of production plant ca. 5500 m² 



Integration D-TEC service  

to Vlastuin Mechanisatie 

• Take over of company Westrenen Mechanisatie by Vlastuin 

Group 

• Sales of tractors, Garden- and park machinery 

• Service and maintenance of agricultural machinery 

• January 2016: integration of D-TEC service workshop to 

Vlastuin Mechanisatie 

 

 

 

 



D-TEC Products 



D-TEC Tanktrailers 

• Developed in 1987 

• For transport of manure, 

abattoir waste and slurry. 

More than 25 year 

experience 





Tanktrailer for the UK 



Biogas Specialist 

• Andock system 

• Steering system 

• Short loading- and unloading time 

• Low dead weight  



Product development 2015 

Tanktrailer with compact suction boom 



Product development 2015 

Tanktrailer basic for Dutch market 



Product development 2015 

Vacuum tanktrailer 



Sampling & AGR 



AGR website 



AGR graphics 

AGR message per year 
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Near Infra-Red (NIR)Development 

• For the measurement of Nitrogen (N), Phosphorus (P2O5) and 

Potassium (K2O) levels in manure 

• There are currently seven D-TEC long distance transport vehicles 

with a NIR sensor test unit on the road 



Actual differences in nutrient 

content 
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Phosphorus in pig manure

Manure 

Type 

Nutrient Average Stddev. Min 10% 

percentile 

Max 90% 

percentile 

Pig N 6,70 1,76 4,31 9,05 

Cattle N 3,89 0,66 3,18 4,66 

Pig P2O5 3,91 1,33 2,28 5,52 

Cattle P2O5 1,61 0,37 1,23 2,04 



Why on a tanktrailer? 

• A manure tanktrailer fitted with a NIR sensor offers end 

users the possibility to be able to anticipate the 

composition of the manure in real time.  

• Nutrients can be added until the correct proportions of 

nitrogen, phosphate and potassium have been achieved. 



Near Infra-Red will produce cost savings  

• NIR can save between € 30 and € 60 per hectare for those 

farmers who use slurry. 

• The difference with manuring with artificial fertiliser is even 

bigger, at approximately € 140 per hectare.  



D-TEC container trailers 

• For transport of all types of sea containers 

• Lightest multifunctional container chassis in  

    the world (4,6 T) 



Overview container trailers 



Product development 2015 

40 and 45ft chassis 



45ft Chassis  

First trailer for Samskip van Dieren 



Product development 2015 

Combitrailer (4 axles) 



The management and staff  

of D-TEC wish you 


